
Forged Hexagonal Steel Ripping Bar

• High carbon steel adds prying strength
• Chisel end is beveled
• Both slotted claw and chisel ends are polished

SKU#

LENGTH

BOX/CTNmm inches

55-118 16 x 455 5/8” x 18” 6/6

55-124 19 x 610 3/4” x 24” 6/6

55-130 19 x 760 3/4” x 30” 6/6

FatMaxTM Wrecking Bar

• Forged, high-carbon steel able to withstand 975 ft-lbs, of  bending
 momentum 
• Tri-lobe design increases strength, durability and ease of use
• High-visibility, powder-coated fi nish
• Slotted claw and beveled ends improve functionality and  performance

SKU#

OVERALL LENGTH BLADE WIDTH

BOX/CTNmm inches mm inches

55-104 914 36” 38 1.5” 4/4

Prick Punch

• Used for marking metal
• One-piece construction forged from tempered tool steel for strength
• Hardened and tempered for long life
• Powder coat fi nish for increased visibility

SKU#

LENGTH

BOX/CTNinches

42/3”2/1-5 x ”8/3632-61

Center Punch

• Used for marking metal or making indentations for starting drill 
holes 

• One piece construction forged from tempered tool steel for strength
• Hardened and tempered for long life

SKU#

CENTER PUNCH

BOX/CTNinches

42/3”4 x ”4/1722-61

4 STRIKING & STRUCK TOOLS
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