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•  Safe live line working to 1,000V

•  DIN / ASO / ANSI compliant

•  Better Performance
•  Better than Iron
•  Lightweight compared to Iron

PIPE PLIERS

SKU # Description  L (mm) A (mm) B (mm) C (mm) D (mm) Box Qty

87-620-S 6" Pipe Pliers 150 21.5 41 20  16  6 

87-621-S 8" Pipe Pliers 200 26.75 50 23.5  16.6  6 

87-622-S 10" Pipe Pliers 250 33.5 63 27.5  22.4  6 

87-623-S 12" Pipe Pliers 300 42.5 76 30  24  6 

87-624-S 14" Pipe Pliers 350 48 81 33.5  24  6 

87-625-S 18" Pipe Pliers 450 60 100 37  31  2 

87-626-S 24" Pipe Pliers 600 75.5 120 45  40  2 

87-627-S 36" Pipe Pliers 900 102 158 52  49  2 

87-629-S 48" Pipe Pliers 1200 140 179 57.5  61  2 

•  Jaw forged in Cr-Mo steel
•  Cast iron body
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CAST STEEL BENCH VISE

BIT BRACE

•  Holds shank bit from 1/8” to 7/16”

•  Steel clad ball bearing head

•  Chrome plated finish for rust resistance

•  Available in 10” and 12” sweep

SKU # Description Size Jaw Width/Max Opening Throat Depth N.W.(Kg) Clamp Force (Kg) Box/CTN

81-600-1 Bench Vice w/ Base 3” 3”/3” 2” 6kgs 1,500kgs 1/1

81-601-1 Bench Vice w/ Base 4” 4”/4” 2-1/4” 7.5kgs 2,500kgs 1/1

81-602-1 Bench Vice w/ Base 5” 5”/5” 2-5/8” 11kgs 3,000kgs 1/1

81-603-1 Bench Vice w/ Base 6” 6”/6” 3” 14.5kgs 3,500kgs 1/1

81-604-1 Bench Vice w/ Base 8” 8”/8” 3-1/2” 20.5kgs 4,500kgs 1/1

81-605-1 Bench Vice w/ Base 10” 10”/10” 4” 25.6kgs 5,500kgs 1/1

SKU #
O / A Length Chuck Size

Box/CTN
mm inches mm inches

02-110 255 10” 13 1/2” 6/24

02-112 305 12” 13 1/2” 6/24

02-130 255 10” 16 5/8” 6/24
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